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Technical specifications

TOWABLE BARREL MIXER

(*)  Warning: Cancer and Reproductive Harm - https://www.p65warnings.ca.gov  
(**) Operating Dimensions (palletized)

Technical specifications

WORKMAN II 250 & 350

Comes complete 
with spare tire

“Posi- lock” auto 
locks / unlocks 

when activated

Box steel frame 
is very strong 

and reliable

Comes with a  
tow hitch ball

adapter

Impact-resistant 
fenders keep 

their shape

Forklift pockets 
enable easy 

transport

Torsion bar
suspension

for easy towing

MIX PERFECT MORTAR AND CONCRETE
The Workman II 250 and 350 Multi-mixers are the contractor’s choice for heavy-duty mixers. IMER’s steel drum towable 
mixers are easy to use, easy to maintain, durable, reliable, and long-lasting. Available in a full range of sizes and engine and 
motor configurations. Mix up to 15, 80 pound bags of concrete per batch, 10 bags for the 250 model. 

WORKMAN II 250 WORKMAN II 350 WORKMAN II 350ED
Model # gas 1105850 1105855 1105838

Model # electric 120V 1105842 1105862 n/a

Model # electric 240V 1105843 1105863 n/a

Model # less power 1105851 1105856 n/a

Drum capacity 9 cu ft 12 cu ft 12 cu ft

Batch output 6 cu ft 9.5 cu ft 9.5 cu ft

Motor gas Honda GX 160, 5.5 hp Honda GX 160, 5.5 hp Honda GX 160, 5.5 hp

Motor electric 120V / 240V 1.5 hp 120V / 240V 1.5 hp n/a

Drum diameter 29-1/2 in 34-3/4 in 34-3/4 in

Discharge outlet height 27-3/4 in 26.-1/2 in 26.-1/2 in

Weight 525 lbs 650 lbs 650 lbs

Width** 50 (50) in 50 (50) in 50 (50) in

Length** 72 (80) in 76-1/2 (86) in 76-1/2 (86) in

Height** 55 (68) in 56 (72) in 56 (72) in

END DUMP 350 VERSION
Perfect for utility work to load and 
dump without the need to discon-
nect from the tow vehicle

<79 dB
NOISE LEVEL
<79 DB 

QUIET GEARBOX
Direct drive gearbox to the drum, 
no more external drive gears. This 
drive system is whisper quiet and is 
sealed for life. Little maintenance is 
ever required.


